
KM-6602A-2
Type of Adhesive: PUR hot melt laminating adhesive 

Application 
Textiles film/ fabric 

Properties 
KM-6602A-2 is a moisture-reactive hot melt adhesive, suitable for laminating textile, mainly used in fabric to 
foil. This product has been formulated to give very high initial strength and final bond strength.

Typical specification 
Item KM-6602A-2

Appearance White semi solid 

Solid Content (%) 100 

Density(g/ cm3, 25 ℃) 1.08 

Viscosity(mPa• s) 
2,400 (105°C) 

4,800 (90°C) 

Reaction Mechanism Moisture Curing 

Coating Method Nozzle or Roller 

Open Time 20mins (depends on condition) 

Curing Time 24h (depends on Temperature & Humidity) 

Shelf Life 12months 

Package 
KM-6602A-2 is 200kg/drum or 20kg/cans(inner package = Al foil bag )

Storage 
The adhesive have a shelf life of 12months at a room temperature when stored in the original unopened 
containers. Once opened, containers shall be closed tightly again and the material should be consumed within a 
short period.  

Attention 
Please wear gloves when using, because contacting with heated products may cause burns. The product 
contains isocyanate, please avoid contacting with skin and eyes. Avoid prolonged or repeated contact with steam. 
Do not swallow, it is harmful. If eye contact, rinse the eyes with water for 15 minutes, and notify the doctor. If you 
have skin contact, wash the skin with soap. If you have allergies or skin rash, consult doctor. If inhaled, move to 
fresh air. 




